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Abstract  

 

Dead time is typically incorporated in voltage source inverter systems to prevent short circuit cases. However, dead time 
causes an error between the output voltage and reference voltage. Hence, voltage equation-based algorithms, such as motor 
parameter estimation and back electromotive force (EMF)-based sensorless algorithms, are prone to estimation errors. Several 
dead-time compensation methods have been developed to reduce output voltage errors. However, voltage errors are still common 
in zero current crossing areas, and an effect of the error is much worse in a low speed region. Therefore, employing voltage 
equation-based algorithms in low speed regions is difficult. This study analyzes the conventional dead-time compensation 
method and output voltage errors in low speed operation areas. A current shaping method that can reduce output voltage errors is 
also proposed. Experimental results prove that the proposed method reduces voltage errors and improves the accuracy of the 
parameter estimation method and the performance of the back EMF-based sensorless algorithm. 
 
Key words: Back EMF-based sensorless, Current shaping, Online parameter estimation, Output voltage error, Permanent magnet 
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I. INTRODUCTION 

Permanent magnet synchronous machines (PMSMs) are 
used in many applications because of their high efficiency, 
power density, and torque to current ratio. The high 
performance control of PMSMs requires rotor angle 
information and machine parameters. Rotor angle 
information can be easily obtained from encoders or resolvers. 
However, encoders are not allowed in some applications 
because of cost or space issues [1]. Thus, sensorless 
algorithms, such as the back electromotive force (EMF)- or 
saliency-based methods, are required in rotor angle 
estimation [2], [3]. Machine parameters, such as rotor flux 
linkage, stator resistance, and inductance are considered as 
constant values. However, the values of such parameters vary 
with operation conditions and aging processes [4]. For 
example, stator winding resistance and rotor flux linkage are 
affected by temperature [5]. Stator resistance tends to 
increase as winding temperature increases. Rotor flux linkage 
tends to decrease as the temperature of a permanent magnet 

increases. The inductances of machines change according to 
magnetic saturation [6]. Any variation in parameters can 
seriously affect control performance and efficiency. Hence, 
parameters need to be estimated in real time and updated on 
the controller for performance improvement. 

Back EMF-based sensorless algorithms and online 
parameter estimation algorithms are based on the voltage 
equation of electric machines [7]-[9]: 
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where Rs is the stator resistance, Ld and Lq are the inductances, 
λpm is the flux linkage constant, and ωr is the electrical speed 
of the motor. In (1), information on the output voltage and 
output current is required for the parameter estimation 
method or sensorless algorithm. Current information can be 
obtained using a current sensor or shunt resistor. However, 
obtaining output voltage information in a general voltage 
source inverter (VSI) system is considerably difficult. Hence, 
the output voltage reference is used instead of the output 
voltage. However, voltage errors may lead to parameter 
estimation errors when the output voltage and voltage 
reference are different as a result of the nonlinearity of VSI 
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systems. The effect of such nonlinearity on low speed regions 
is relatively more severe than that on mid and high speed 
regions because of the small values of voltage references [10]. 
Thus, employing a sensorless algorithm or parameter 
estimation algorithm in a low speed region is challenging. 
The nonlinearity of VSI systems can be reduced using the 
dead-time compensation algorithm if the current magnitude is 
sufficiently large. In this way, rotor angles or parameter 
estimation errors can be reduced. However, compensation 
may not be achieved at zero current crossing areas because of 
parasitic capacitance and current direction errors. 

A method for reducing voltage errors using a current 
shaping technique is proposed in the present study. 
Specifically, this study focuses on error-causing areas near 
zero current points [11], [12]. It also analyzes the 
conventional dead-time compensation method and the voltage 
errors in operation areas. The proposed method can reduce 
voltage errors by causing each phase current to change 
rapidly as currents cross the zero point. Current shaping is 
implemented via d-axis current injection. Hence, the 
adjustment of each phase current reference has no effect on 
the q-axis current reference, and no additional torque ripple 
occurs. The proposed method can be easily incorporated into 
the conventional dead-time compensation method. The 
feasibility of the proposed method and the accuracy 
enhancement of the parameter estimation method and 
sensorless algorithm in low speed regions are shown through 
experimental results using a surface mounted permanent 
magnet (SMPM) machine. 

This paper is organized as follows. The analysis of output 
voltage errors is introduced in Section II. The proposed current 
shaping method for output voltage error reduction is presented 
in Section III. The experimental results of the parameter 
estimation and sensorless algorithms are illustrated in Section 
IV. Some conclusions are given in Section V. 

 

II. ANALYSIS OF VOLTAGE ERRORS 

A. General Dead-time Compensation Method 

The conventional dead-time compensation method 
generally involves adjusting gating signals to make the output 
voltage and voltage reference equal during one sampling 
period [13]. Fig. 1 illustrates an a-phase current flow and 
adjusted gating signals when the current ia flows to the 
machine. As shown in Fig. 1(a), the current flows through Dá 
during dead time. The output voltage is Vdc when Sa is in the 
on state, whereas it is equal to zero when Sa is in the off state. 
The output voltage is determined regardless of the state of Sá. 
As shown in Fig. 1(b), the gating signal is adjusted to make 
the output voltage and voltage reference equal. Compensation 
is not required for the zero output voltage. By contrast, Sá 
needs to be turned off earlier than the ideal gating signal for 
the Vdc output voltage. 

 
(a) 

 
(b) 

 
(c) 

Fig. 1. Dead-time compensation at a positive current. (a) Current 
flow of a phase. (b) Compensation in the off state. (c) 
Compensation in the on state. 
 

 
(a) 

 
(b) 

 
(c) 

Fig. 2. Dead-time compensation at a negative current. (a) Current 
flow of a phase. (b) Compensation in the off state. (c) 
Compensation in the on state. 
 

Fig. 2 shows an a-phase current flow and adjusted gating 
signals when the current ia flows from the machine. The 
current flows through Da during dead time. The output  
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(a)                                                     (b) 

 

Fig. 3. Compensation with the conventional method. (a) Current waveform. (b) Enlarged view of a voltage error. 
 
voltage is zero when Sá is in the on state, whereas it is Vdc 
when Sá is in the off state. The output voltage is determined 
regardless of the state of Sa. As shown in Fig. 2(b), the gating 
signal is adjusted to compensate for the voltage error. Sa 
needs to be turned off earlier than the ideal gating signal for 
the zero output voltage. By contrast, compensation is not 
required for the Vdc output voltage. Even with the application 
of the above compensation method, output voltage errors can 
still be found in zero current crossing areas because of 
parasitic capacitance and current direction errors. 

B. Output Voltage Error Analysis 

 The proposed method focuses on error-causing areas near 
zero current points to reduce output voltage errors. Sinusoidal 
currents slowly change when they pass the zero current point, 
as shown in Fig. 3(a). Hence, voltage errors cannot be 
eliminated even with the application of the dead-time 
compensation method. The estimated output voltage and the 
error between the reference voltage and the estimated one can 
be calculated with the following voltage equation if the motor 
parameters and rotor position are known: 

r
qsqr

r
ds

d
r
dss

r
ds iL

dt

di
LiRv̂        (2) 

 pm
r
dsdr

r
qs

q
r
qss

r
qs iL

dt

di
LiRv̂        (3) 

r
ds

*r
ds

r
err_ds v̂vv            (4) 

r
qs

*r
qs

r
err_qs v̂vv            (5) 

where ^ denotes the estimated value. The other symbols have 
been defined previously. As shown in Fig. 3(b), the errors of 
each output voltage become large when each phase current 
passes the zero current point. Hence, this region needs to be 
reduced or eliminated to achieve an accurate output voltage. 
 

III. PROPOSED METHOD 

A. Current Shaping Method 

The proposed method changes the waveform of a phase 
current to reduce the error-causing region. As shown in Fig. 

t[s]
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(a) 

 
(b) 

Fig. 4. Proposed current shaping. (a) Phase current reference. (b) 
Divided sectors for the proposed method. 

 

4(a), each phase current decreases or increases dramatically 
when it passes the zero current region. Output voltage errors 
can be reduced by the proposed current waveform. Without 
any assumption, many solutions are available to make this 
type of current waveform. However, the following equations 
should be satisfied for the preserved q-axis current reference, 
which is directly related to the output torque: 
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where Iqs
e* is the determined value from the speed controller 

or torque controller and the symbol * of each phase current 
denotes a reference. θr represents the electric angle, which is  
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0°

 0° 



4                         Journal of Power Electronics, Vol. 16, No. 1, January 2016 

 

TABLE I 
REFERENCES OF EACH PHASE CURRENT ACCORDING TO SECTOR 
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obtained from the position sensor. The three unknown 
variables are ias

*, ibs
*, and ics

*; the number of the given 
equations is two. Hence, one more assumption or equation is 
required for the finite solution. As shown in the following 
equation, one of the phase current references is fixed 
according to the electric angle: 

**** e
qscsbsas kIioriori               (7) 

where k denotes the proportional constant, which varies from 
0 to 1. Other references can be calculated from Equation (6) 
if one of the current references is fixed. Table I describes the 
references of each phase current in terms of sector, which is 
presented in Fig. 4(b).  

An additional d-axis current reference is required for the 
proposed current shaping given that the assumption is the 
preservation of the q-axis current reference. The shape and 
magnitude of the d-axis injection and each phase current 
change according to the proportional constant k. Fig. 5 
presents the current waveforms of the proposed method 
according to the k value. On the one hand, the current does 
not change dramatically near the zero current area if the value 
of k is too small, as shown in Fig. 5(a). In this case, current 
shaping becomes useless in the reduction of output voltage 
errors. On the other hand, the current waveforms become 
distorted seriously if the value of k is too large, as shown in 
Fig. 5(c). In this case, the voltage error reduction and the 
degree of current distortion should be considered in 
determining the k value. Considering the simplicity of the 
current shaping realization and injection magnitude, the value 
of k is determined to be 0.5 in this study. 
  The proposed references of each phase current can be 
simplified as d-axis current references with the following 
equation: 
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(a) 

 
(b) 

 
(c) 

Fig. 5. Current waveform of the proposed method according to 
the k value. (a) k = 0.25. (b) k = 0.5. (c) k = 0.75. 
 
where n denotes the sector divided by the electric angle. Such 
sector is different from the one shown in Fig. 4(b). The sector 
is redefined in Fig. 6(b) to simplify the d-axis current 
reference. Fig. 6(a) shows that the proposed d-axis reference 
represents a sawtooth waveform, the frequency is six times 
that of the fundamental frequency. Hence, the proposed  
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Fig. 6. Proposed d-axis current injection. (a) D-axis current 
reference. (b) Divided sectors for the d-axis injection. 
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Fig. 7. Proposed control block diagram for the parameter 
estimation.  
 
current shaping algorithm can be easily implemented using 
the sawtooth waveform of the d-axis injection. The sector 
number n is determined from the electric angle, which can be 
obtained from the encoder or resolver. The sector number is 
used to establish the d-axis current reference. Such reference 
is added to the current reference that serves as the output of 
the speed controller. 

B. Parameter Estimation 

The overall control block diagram for the parameter 
estimation is shown in Fig. 7. The only difference is added 
block compared with the conventional one. Operation modes 
are divided according to the motor speed, and the different 
parameter estimation algorithm is used in each mode. The high 
frequency signal of the sine or square waveform injection is 
used for the online parameter estimation in the mid and high 
speed regions, in which the proposed method is not required. 
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Fig. 8. Proposed current shaping. (a) Waveform of d, q-axis 
current. (b) Waveform of phase currents. 
 

As described previously, the proposed current shaping method 
is used in the low speed region. As shown in Fig. 8, the 
proposed d-axis current is injected for a period of time when 
the inductance estimation is required. The output voltage error 
is then reduced during the injection, thereby enhancing the 
accuracy of the online parameter estimation. Parameters are 
estimated on the basis of the recursive least squares (RLS) 
method, which can be expressed as follows [14], [15]:  
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where Y is the output, Θ is the unknown parameter vector of 
the model, Z is the input vector, P is the covariance matrix, 
and λ is the forgetting factor. During the injection period, the 
d-axis and q-axis inductances of the motor are estimated from 
the discrete model of the transient voltage equation as 
follows: 
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where Ts represents the sampling period. The output current  
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Fig. 9. Proposed control block diagram for the back EMF-based 
sensorless algorithm. 
 
and voltage are assumed to be constant during the 
non-injection period. Hence, a derivative term of the transient 
voltage equation can be neglected, and the equation is 
simplified as follows: 
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From the above equations, the stator resistance and flux 
linkage are estimated with the discrete model as follows: 
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C. Sensorless Algorithm 

The back EMF-based sensorless algorithm achieves a low 
performance in the low speed region because of the output 
voltage error. Hence, an additional high frequency signal 
injection is generally required for the sensorless drive in low 
speed regions. The proposed current shaping algorithm reduces 
output voltage errors and enhances the accuracy of angle 
estimation in low speed regions. The proposed control block 
diagram for the back EMF-based sensorless algorithm is 
similar to that for parameter estimation. As shown in Fig. 9, a 
block for current shaping is added to the conventional 
sensorless algorithm. In the low speed region, the proposed 
current shaping method is applied to reduce the output voltage 
errors. In the mid or high speed region, the proposed current 
injection is not required because of the sufficiently large output 
voltage. 

 

IV. EXPERIMENTAL RESULTS 

The RLS-based parameter estimation method and back 
EMF-based sensorless algorithm are employed to verify the  

TABLE II 
PARAMETERS OF THE MOTOR AND TEST CONDITIONS 

Meaning Unit Value 

Number of poles - 8 
Phase resistance Ω 9.16 

d-axis inductance mH 25.6 

q-axis inductance mH 25.6 
Flux linkage constant V·s/rad 0.067 

Dead time μs 1.5 

Switching frequency kHz 16 

DC link voltage V 310 

Test speed Rpm 75 

Load torque Nm 0.28 
 

Idse [0.2 A/div]

Ias [0.2 A/div] Ibs [0.2 A/div] Ics [0.2 A/div]

[100 ms/div]  
(a) 

Ias [0.2 A/div] Ibs [0.2 A/div] Ics [0.2 A/div]

Idse [0.2 A/div]

[100 ms/div]  
(b) 

Fig. 10. Waveforms of each phase and d-axis current. (a) The 
conventional method. (b) The proposed method. 
 
performance and feasibility of the proposed method, 
respectively. As shown in Table II, the stator resistance of the 
machine is 9.16 Ω, the inductance is 25.6 mH, and the flux 
linkage constant is 0.065 V·s/rad. The effect of the output 
voltage error in the low speed region is relatively more severe 
than that in the mid or high speed region. Hence, the 
experiment is performed at a low speed to show the 
enhancement of the parameters and angle estimation 
accuracy. 

First, the experimental results demonstrate the performance 
of the parameter estimation method. The result of the 
proposed estimation method is compared with that of the 
conventional high frequency signal injection method. At 1 s 
intervals, each signal is injected for 50 ms. Fig. 10(a) shows  
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Fig. 11. Enhancement of estimation accuracy by the proposed 
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 [50 ms/div]  
(a) 

ωrpm [50 rpm/div] Ia [0.15 A/div]
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θerr [5 °/div]

 [50 ms/div]  
(b) 

Fig. 12. Current waveform and voltage error. (a) Conventional 
method. (b) Proposed method. 
 
the phase currents and d-axis current of the conventional 
method. The injection frequency is 300 Hz, and the 
magnitude is 0.15 A. The waveform of the phase current 
changes because of the injection. However, this change does 
not affect the estimation error reduction. Fig. 10(b) shows the 
phase currents and d-axis current of the proposed method. 
The injection signal is calculated from Equation (8) for the 
current shaping. The a-phase current increases dramatically 
during the injection, thereby reducing the estimation error. 
Fig. 11 shows the estimated inductance value, injected d-axis 
current reference, and q-axis current reference. First, the 
conventional injection method is applied. The proposed 
d-axis injection is performed upon reaching the red dotted 
line. The estimated resistance and flux linkage constant 
represents similar values under both methods. However, the 
estimated inductance values are different. Fig. 11 shows that 

the inductance value estimated with the proposed method 
becomes similar to the measured inductance as a result of 
current shaping, whereas an error occurs with the 
conventional method because of the output voltage error. The 
convergence rate of the parameter estimation method is 
related to the forgetting factor of the RLS method, injection 
time, and proportional constant k in (7). The convergence rate 
can increase with a long injection time and a large forgetting 
factor or proportional constant k. However, those values are 
adequately set in Fig. 11 to show the estimation procedure. 

Second, the experimental results show the performance of 
the sensorless algorithm. The differences in the angle 
estimation capabilities of the conventional method and the 
proposed method are shown in Fig. 12. With the conventional 
method shown in Fig. 12(a), voltage and estimated angle errors 
occur at every zero crossing point. With the proposed method 
shown in Fig. 12(b), the errors in the output voltage and 
position estimation are reduced by more than 50%. 

 

V. CONCLUSIONS 

This work proposes a method for reducing output voltage 
errors using the current shaping algorithm. In low speed 
regions, the output voltage errors caused by the nonlinearity 
of inverters are relatively severe. These errors can cause the 
accuracy of the parameter estimation method and sensorless 
algorithm to decrease. Thus, a new phase current waveform is 
proposed to reduce output voltage errors. This proposed 
current waveform can be easily implemented by adding a 
d-axis current reference, which is similar to the sawtooth 
waveform. The proposed current shaping method injects this 
current waveform to improve accuracy. Furthermore, the 
change in the current reference does not affect the q-axis 
current reference, which is directly related to the output 
torque. Understandably, torque ripples can be generated in 
the interior permanent magnet synchronous motor (IPMSM) 
drive because of the additional d-axis current injection. 
However, the d-axis injection is not always required. In 
parameter estimation, the d-axis current is injected only for a 
short time, which is generally adjustable. Hence, the effect of 
the additional injection is negligible. In the case of the 
sensorless algorithm, the injection is continuously required. 
Therefore, the proposed method can be used only in low 
speed areas that do not serve as main operation areas. The 
RLS-based parameter estimation method and back 
EMF-based sensorless algorithm are implemented using an 
eight-pole SMPM machine in a low speed region to 
demonstrate the performance and feasibility of the proposed 
method. 
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