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ABSTRACT

In order to ensure the optimized design in Korean High speed train, it is necessary to know the customer's 

requirement obtained through the questionnaire performed in  the Korean High speed train, performing the 

stabilization.

This paper introduce the content and result of the questionnaire and explain the concept and characteristic of 

rendering for the Korean High speed train.

Finally, it shows the concept of the Mock-up & design in the KTX-II.
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그림 2 조도 측정 위치

그림 1 운전사 접근 반경



그림 3. 객실출입문



, 승객이 블라인드를 올리지 않고도 외부의 

경치를 감상할 수 있도록 눈높이 부위의 밀도를 조절하는 직조방법(그림4 참조)

으로 만든 블라인드를 설치함으로서 빛의 관리를 더욱 용이하도록 하고, 블라인

드의 표면에 한국의 전통적인 문양을 인쇄함으로서 최첨단의 열차 속에서 잔잔

한 우리 전통의 미를 느낄 수 있도록 하고자 한다.

그림 6의 내장판 옷걸이는 각 창문별 4개로 깔끔하면서도 튼튼한 구조로 

하고 사용하지 않을 때에는 벽체에 자동으로 수납되도록 하여 보기에도 좋

고 안전하게 디자인

그림5 의자 손잡이

그림 4. 브라인드

그림 6 옷걸이
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